
MFD-8N 

MFD-8NP 

MFD-8NC 

MFD-8NCP 

MFD-8N / MFD-8NC 

MFD-8NC 系列，外接M8连接器而非电缆。

MFD-8NP / MFD-8NC P

MFD-8NP 系列，外接M8连接器而非电缆。
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智能数字光纤传感器MFD系列
Intelligent digital optical fiber sensor MFD series

不需要经过光电转换、电光转换和信

号再生等复杂 对信号进过程，可直接

YOUR AUTOMATION ,YOUR MUJIE !

电缆 Cable

红色发光二极管LED管体 Red LED tube body

Switch selection

Off delay timer/On delay timer/Single time timer

NPN collector open circuit 24V: maximum output: 100mA or less

(Connect multiple submodules): residual voltage 1V or less

PNP collector open circuit 24V: 1 circuit maximum output: less than 100mA

Residual voltage 1v or less

Reverse electrode protection (power supply), over-current protection (output), over-voltage (output)

12-24VDC ± 10%, ripple voltage (p-p): maximum 10%

Normal: 900mW maximum (36mA maximum at 24v: 48mA maximum at 12v

Normal: 900mW maximum (39mA maximum at 24v: 52mA maximum at 12v)

Energy saving mode: maximum 850mW (maximum 35mA at 24V: maximum 44mA at 12v)

Energy saving mode: max. 800mW (max. 33mA at 24V: max. 39mA at 12v)

Note: When using the "high speed" mode, the power consumption will increase by 160mw (7m)

Note: When using the "high speed" mode, the power consumption will increase by 160mw (7m)

Incandescent lamp: maximum 20000lux; daylight: 30000lux

(No freezing)

(no condensation)

15 to 55Hz, composite amplitude 1.5mm, 2 hours in X, Y and Z directions respectively

500m/s, three times in X, Y and Z directions respectively

Polycarbonate

About 50g
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Brown

M8 connector

MFD-8NC series, externally connected with M8 connector instead of cable.
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(Control output)
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Brown

M8 connector

MFD-8NP series, externally connected with M8 connector instead of cable.

φ 3.7 

3-core * brown/

blue/black: 0.34mm 

Cable length 2m

行全光放大，具有很好的“透明性”

No photoelectric conversion, electro-optical 
conversion and signal. No. regeneration and 
other complex processes, which can directly 
input signals Full light amplification with 

good "transparency" 

电缆/连轴器
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